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•	 Constructed	from	heavy-gauge	welded	square	tubular	steel	
•	 Extra-long	handle	with	rubber	grip	for	easy	rotation	and	maneuvering
•	 Head	plate	locks	in	8	positions	and	rotates	360°	(31256)

Model Capacity Base Size
(L X W)

Overall 
Height Head Plate Head Plate 

Thickness
Wheel 

Diameter
Handle 
Length G.W.

30750 750	Lbs. 31-1/2″	X	31-1/2″ 36-3/4″ 10″	X	6″	 3/8″		 3″	
20-1/4″	

56	Lbs.

31250
1,250	Lbs.

33-3/8″	X	33-7/8″
42-3/4″	 7-1/2″	X	6-1/2″	X	5/8″	X	10-1/2″	 5/8″	 3-1/2″	

87	Lbs.
31252

41-3/4″	X	23-5/8″
93	Lbs.

31256 N/A 117	Lbs.

ENGINE STANDS

Foldable	Legs
(Available	on	31252	and	31256)

30750
750	Lbs.Capacity

31250
1,250	Lbs.Capacity

31256
1,250	Lbs.Capacity

31252
1,250	Lbs.Capacity

92510 : Oil Drip Pan
Fits all Omega engine stands

(Available	separately)

SmOOth ROtatiOn
Heavy	duty	worm	gear	
allows	for	smooth	and	
effortless	engine	rotation


